




Installation under a countertop

�Steam oven

�Cabinet opening

�Terminal block

�Outlet or junction box

This should be accessible after the

appliance has been installed.

�Power cord

* Machine with glass front

** Machine with stainless steel

front

Appliance and cut out dimensions
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Installation above a Miele oven

�Steam oven

�Cabinet opening

�Terminal block

�Outlet or junction box

This should be accessible after the

appliance has been installed.

�Power cord

�Oven

* Machine with glass front

** Machine with stainless steel

front

Appliance and cut out dimensions
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� Push the appliance into the niche.

After aligning the oven it must be

secured in position. Open the oven

door and using the two supplied

screws 
, secure it to the cabinet

through the holes on either side of

the vertical oven trim.

Installation
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Installation, repairs and other work

by unqualified persons could be

dangerous.

The appliance comes equipped with a

6 ft (1.8 m) power cord with a

NEMA 6-15P molded plug for

connection to a 240 V, 15 A, 60 Hz

power supply.

Connection should be made via a

suitable isolator, with an on-off switch

which should be easily accessible for

servicing work.

Verify that the voltage, load and circuit

rating information found on the data

plate, match that of the household

electrical supply before installing the

appliance.

If there is any question concerning the

electrical connection of this appliance

to your power supply, please consult a

licensed electrician or call Miele’s

Technical Service Department.

� 1-800-999-1360

� 1-800-565-6535

Electrical connection
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For the most updated manual see the Miele web site.
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